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Conveyor Idlers: Steel Idlers, HDPE Idlers, Fire Resistant HDPE Idlers, Rubber Impact
Idlers, Rubber Disc Return Idlers, Linear screen Idlers, Garland Sets

Roll diameters available: 101mm, 127mm, 152mm, 165mm and 178mm
Shaft diameters available: 20mm, 25mm, 30mm, 35mm, 40mm, 50mm and 60mm

All Idlers are manufactured to SANS 1313, PROK, CEMA, etc. Non Standard Sizes are
available on request.

Anti Run Back Idlers: We are able to supply Steel and HDPE anti run back idlers.

Frames: Angle Iron Frames, Tubular Frames, Impact Frames, Self Aligning Frames,
Stringer Sets, Retractable Impact Frames etc.

Impact Stations: We offer the productin a 3 or 5 roll troughing configuration and
both come in either 4 or 6 string sets.

Skeega Pads

Belt Tracking Device: Troughing and flat return configurations.
Belt cleaning system: Primary , secondary scrapers and ploughs.
Pulleys: Head Pulleys, Tail Pulleys and Snub Pulleys.

High Impact Tortion Frame

10. Extendable Underground Modular Structure

Moret Mining (Pty) Ltd is certified to ISO:9001: 2015

We are certified and permitted to apply the following SABS Certification marks:

SANS 1313-1:2012: Troughed belt conveyor idlers (Metallic and non metallic) for belt
speeds up to 5,0m/s functioning conveyor systems.

SANS 1313-3:2012: Troughed belt conveyor idlers (Metallic and non metallic) for belt
speeds up to 5,0m/s functioning conveyor systems.

Moret Mining (Pty) Ltd provides the following services:

Belt Surveys

Stock Holding

Quick delivery times

Maintenance Contracts

Installation Teams

Trouble shooting and tailored problem solving
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Our business concept is shaped around our aim of providing each client with tailored
solutions to their specific needs and situations. We build relationships with our customers
so that we are in a position to provide quick and affective service. By being an original
equipment manufacturer we are able to offer competitive and often better prices to our
clients.

We encourage our clients to allow our technical staff to conduct belt surveys.

The service is free of charge and we supply our clients with a comprehensive conveyor
belt inspection report.

By familiarising ourselves with each client’s needs and building and servicing relationships
we are able to provide the following value added services to our clients:

1. Accurate and effective solutions to typical problems such as belt misalignment and
spillage problems.

2. Controlling of excessive noise.

o2

Avoid the procurement of excessive or incorrect components. Thus reducing stock
turnaround time and eliminate the holding of obsolete stock for our clients

We are able to foresee future needs which improve delivery times.
Avoid down time through preventative actions.

Create a safe and hazard free environment through safe products.
Reduce our clients cost of ownership.

Assist clients in achieving higher levels of productivity.
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Supplying clients with a superior product that is more durable and lasts longer
which reduces the total spend on conveyor components.

Products & Services @



@ 5 Part Labyrinth Seal System

Advanced Technology on Seal
Arrangement Conveyor Ildlers

Moret Mining constantly explores product technology improvement
and opportunities to enable us to provide a superior product to our
customers with long term financial benefits.

Our 5 Part Labyrinth Seal System successfully improved the elimination
of contamination on bearings due to water seepage and small dust
particles entering the chamber where the bearing arrangements are
positioned.

The seal arrangement significantly reduced maintenance costs with no
additional cost to the product.

Our product has been used and approved by Anglo American, Arcelor
Mittal, Eskom, Exxaro Coal, Glencore, Harmony Gold, Impala Platinum,
Petra Diamonds, Sibanye Stillwater, Royal Bafokeng Platinum and
Transnet.

Exploded Section A-A

Colours are for illustration purposes only



HDPE Composite Conveyor Idler @

Specifications: Features:

« Virgin Material-HDPE (High density polyethylene) + Corrosion resistant

« Wall thickness 15mm « 60% lighter than steel

+ High impact nylon bearing housing with standard «  Wear/abrasive resistant 7x higher than steel
bearing and sealing arrangement . Low noise

+ Available in 127mm OD and 152mm OD - Stronger and higher impact resistance than steel

» Option of 2mm Steel Inner Reinforced Sleeve. - Fire Resistant Anti Static option available(FRAS)

HIGH DENSITY POLYETHYLENE
TUBING (VIRGIN MATERIAL).
IN ACCORDANCE WITH SANS 4427-1.

STRUCTURAL TUBE, S355WA,
SANS 657 PART 1

ROUND DRAWN-QD BRIGHT SAE/AISI C1018(BMS)

POLYPROPYLENE BEARING HOUSING.
TO LAB SEAL AND BEARING TOLERANCE

2 RUBBER SEALED C4 BEARING

WITH POLYMIDE CAGE o
(SKF , FAG & LFD) Tl
5 PART LABYRINTH COMBINATION CIRCLIP 3
SEAL RUBBER DUST COVER. E




CONVEYOR TUBE CQ HR
(SAE 1008) SANS 657 PART 3

ROUND DRAWN-QD BRIGHT SAE/AISI C1018(BMS)

HOT ROLLED DEEP DRAWN SUPRA
FORM PICKLE AND OIL HRSF190
SPECIFICATION BS 1449

2 RUBBER SEALED C4 BEARING
WITH POLYMIDE CAGE
(SKF , FAG & LFD)

5 PART LABYRINTH COMBINATION CIRCLIP
SEAL RUBBER DUST COVER. ) h

Steel Idler

Specifications: Features:
« Steel Tube Conveyor ST33 SANS 657-3 (Grade 355MH, Comply with EN 10219 «  We are able to supply the steel idlers in various roll diameters (1019, 127,
- Mild Steel Shaft Round Drawn-QD Bright SAE/AISI C1018(BMS) 152@ etc)
« Roller End Caps: Hot rolled deep drawn supra form pickle and oil HRSF 190 Specification + Weare able to supply the steel idlers in various shaft diameters (250, 309,
BS 1449. The roller end caps tolerances for fitting the bearings are as recommended by the 350, 400 etc)
bearing manufacturers. «  We are able to supply the steel idlers in various shell thickness (3.8mm,
+ Bearings: C3/C4 Clearance, rubber-Sealed TN9. Bearings life rating as per LIO calculating 4.5mm, 5mm, etc.)
method. + We are able to supply the steel idlers in various shaft end configurations

- Labyrinth type sealing arrangement. (Open end, close end, Jeffry type, garland type etc.)



Anti Roll Back Idler @

Anti Roll Back Idler

This one directional invention is a standard idler that is equipped with a brake system that prevents the idler from rolling back. Normally installed on long or
steep inclines.

Functions: Advantages:

- Theinner race turns in the forward direction, for normal operation without adding friction. « There will be no roll back, should the belt stop under load.

+ Inthe event of a belt snap and the roller wants to turn back, the inner race wedges itself « Belt will only run down a couple of meters should the belt snap.
against the shaft and the narrow part of the outer race profile, will stop the idler. . Less down time to pull the belt back in.

« No danger to workers when the belt drops to the ground.
« No damage to structure and equipment when belt drops.

HIGH DENSITY POLYETHETHYLENE
TUBING (VIRGIN MATERIAL).
IN ACCORDANCE WITH SANS 4427-1.

CONVEYOR TUBE CQ HR
(SAE 1008) SANS 657 PART 3

STRUCTURAL TUBE, S355WA,
SANS 657 PART 1

ROUND DRAWN-QD BRIGHT SAE/AISI C1018(BMS

ANTI RUN-BACK SAFETY DEVICE

ROUND DRAWN-QD BRIGHT SAE/AISI C1018(BMS)

POLYPROPYLENE BEARING HOUSING.

STEEL BEARING HOUSING TO LAB SEAL AND BEARING TOLERANCE

2 RS C3 BEARING
WITH POLYMIDE CAGE

2 RS C3 BEARING
WITH POLYMIDE CAGE

5 PART LABYRINTH COMBINATION
SEAL RUBBER DUST COVER.

CIRCLIP

ANTI RUN-BACK SAFETY DEVICE

5 PART LABYRINTH COMBINATION
SEAL RUBBER DUST COVER.




@ Rubber Impact Idler

STEEL BEARING HOUSING
OMITTED FOR CLARITY

ROUND DRAWN-QD BRIGHT SAE/AISI C1018(BMS)

7 MPA RUBBER DISK 70 SHORE A + 5%

STRUCTURAL TUBE S355 JR SANS 657 PART 1

HOT ROLLED DEEP DRAWN SUPRA
FORM PICKLE AND OIL HRSF190
SPECIFICATION BS 1449

2 RUBBER SEALED C4 BEARING
WITH POLYMIDE CAGE
(SKF , FAG & LFD)

CIRCLIP

5 PART LABYRINTH COMBINATION
SEAL RUBBER DUST COVER.

Rubber Disk Return Idler

Rubber Impact Idlers

Specifications: Features:

« Steel Tube Conveyor ST33 SANS 657-3 (Grade 355MH, Comply with EN 10219 « We are able to supply the steel idlers in various roll diameters

- Mild Steel Shaft Round Drawn-QD Bright SAE/AISI C1018(BMS) (1330,1520,1780 etc)

- Roller End Caps: Hot rolled deep drawn supra form pickle and oil HRSF 190 Specification BS 1449. + Weare able to supply the steel idlers in various shaft diameters
The roller end caps tolerances for fitting the bearings are as recommended by the bearing manufacturers. (259, 309, 350, 400 etc.)
Bearings: C3/C4 Clearance, rubber-Sealed TN9. Bearings life rating as per L10 calculating method. + Weare able to supply the steel idlers in various shaft end

configurations (Open end, close end, Jeffry type, garland type etc.)

Labyrinth type sealing arrangement
Fire resistant and Anti Static.

« The rubberimpact disc has a shore hardness of + 70



Tubular & Angle Iron Frames @

Tubular & Angle Iron Frames

Moret frames are manufactured from graded material and jig manufactured. This means Moret Mining uses a three-stage jig process:

that the frames are manufactured symmetrical which allows for the idlers to be seated The first stage is manufactured according to the approved client drawing and uses toggle
identically throughout the span of the conveyor system. This allows for conveyor belt to clamps to ensure that the parts for each frame remains fixed in set positions. Mounting
run seamlessly over the idlers without causing the idlers to bounce or vibrate. pins on the jig ensures the hole and fixing centres are placed correctly.

All welding procedures are certified (AWS D.1.1) and all welders qualified to the The second stage jig is utilised when welding up of the frames to ensure that no
procedure. movement takes place during the final welding process.

Receipt inspection takes place on all components to ensure that it conforms to the The third jig is used when the frames have had corrosion protection applied, whereby a
correct client specifications. The tubes are CNC bent to ensure every pipe is identical. final fitment takes place to ensure that prior to despatch every frame is to specification.

Corrosion protection: Standard manufacturing tolerance in accordance with SANS 121

5 Roll Self Aligner Troughing Frame 5 Roll Retractable Impact Frame 5 Roll Tubular Troughing Frame 2 Roll Vee Return Self Aligner

3 Roll Tubular Troughing Frame 2 Roll Tubular Vee Return Frame 3 Roll Adjustable Transition Frame




Impact Bed System

4 String

6 String

Impact Bed System

Advantages:

.

Can be used on all belt sizes.
Easy accessible.

Prevent belt splitting and belt damage.

Can be used under a variety of chutes.
Easy to inspect.

Easy to install (no structural changes).
Easy to maintain.

Features:

The spring impact system is specifically designed for extreme applications when an
impact roller is just not good enough.

The impact idlers are linked in a garland string and are attached to the end of an
engineered spring system.

The spring system is designed with a compression spring on the outside with a
compact inner rubber bush. This is why it is also referred to as the triple impact system
by the industry.



Impact Skeega Bed @

Impact Skeega Bed

Skeega Bed Complete with Low-Friction Polyurethane Impact Bars

Impact Beds are supplied with modular design frames consisting of Central Main Frame and Wing
Supports with adjustment brackets to suit all types of belt conveyor troughing angles.

The Modular support structure has been designed for easy installation to withstand heavy impact and
adjustment to suit any troughing angle of the conveyor.

Replacement parts are also available for the Impact Skeega Bed.




High Impact Torsion Frame

High Impact Torsion Frame

The Moret Mining Impact Torsion Frame is designed as an alternative for Impact stations and Skeega Pads.
This design allows you to adequately deal with high impact points with limited space to install Impact Station and
Skeega Pads.

The design consists of a heavy duty Troughing frame that pivots on to a heavy duty base. The heavy duty Impact
idlers are locked in with special lock in plates.

The frame absorbs the impact into the polyurethane bars as it pivots under the impact load. All material used in the
construction of the High Impact Torsion Frame are of S355 JR-AR quality.




Belt Training Devices

Moret Mining Belt Training devices activate automatically, immediately ensuring the conveyor runs centre of the conveyor structure. We offer

various types of belt tracking solutions tailored to your specific needs.

All components are laser cut ensuring that the belt training device is of highest quality. We are able to provide galvanized and painted units
along with rubber heavy duty guide rollers.

Features:

We offer both swivel and static units for various applications.
Protective rubber side guide rollers to ensure belt protection.

Belt splice friendly.

Simple to install and maintenance free.

Automatically activates providing continuous adjustments.
Operates in all conditions.

Available for heavy duty and medium duty operations.

Training Types:

Troughing 3 Roll, 5 Roll

Flat Return

V-Return

Specialized, designed to fit site specific requirements

Belt Training Devices @




@ Pulleys

Pulleys

Moret Mining manufactures a wide variety of conveyor pulleys, including Turbine, T-Bottom and Grease filled pulleys, conveyor pulleys to SANS 1669 and international standards.

With our own fleet of trucks it is easy for us to pick up any worn or damaged conveyor pulleys for repair and refurbishment. The company has the capability to do design checks on all
types of pulleys based on the conveyor requirements.

All pulleys can be fitted with various lagging types with the option to have the pulley’s crowned. Moret Mining is an OEM supplier of bearings offering a wide variety of brands namely
SKF, FAG and Timken.

Features: Pulley Types:

In house conveyor pulley and shaft design « Turbine pulleys

Repairs to all makes of conveyor pulleys « T-Bottom pulleys
« Manufacture of conveyor pulleys suitable for all requirements «  Grease filled / static shaft pulleys
« Rubber lagging, rubber backed ceramic lagging and Ceramic Epoxy for all conveyor pulleys « Spiral / slatted pulleys

Supply of bearings, couplings, plumber blocks and fitting thereof




Belt Scrapers

Moret Mining offers a next generation of scraper’s uniquely fitted with either segmented or full belt width hot cured polyurethane blades.
Belt Scrapers are engineered to clean bulk material from conveyor belts ensuring fewer breakdowns, lower operating costs and increase in production.

As a standard feature on our whole range of scrapers and ploughs, the scrapers are equipped with a highly efficient self-adjusting device that forms part
of our bracket and clamp installation kit. This allows the scraper to accommodate belt thickness variation and belt start up tension difference of up to
40mm. Moret Mining scrapers are designed to operate with minimal maintenance. However, to maintain superior performance some service is required.

Unique advantages of our Scrapers:

Easy maintenance due to our unique self-adjusting bracket and clamp set

Highly efficient due to segmented blade option that can accommodate damaged belts and crowned pulleys

Low maintenance cost

Acid resistant

Minimum space needed to fit the scraper

No special tools for installation or maintenance needed

Secondary is belt friendly and able to be installed on any Angle variety possible

Tungsten Tipped Scrapers have rounded edges to protect the conveyor belt top and bottom covers as well as the belt edges (Secondary Scraper)




Belt Plough

Belt Plough

Moret Mining offers a next generation plough'’s uniquely fitted with either a hot cured polyurethane or HDPE blade.
Ploughs are engineered to remove foreign material to one side of the conveyor allowing housekeeping to take place in a safe manor, protecting the
conveyor belt resulting in fewer breakdowns, lower operating costs and increase in production.

As a standard feature on our whole range of ploughs, they are equipped with a highly efficient floating device that forms part of our bracket and clamp
installation kit. This allows the plough to accommodate belt thickness variation and belt start up tension difference of up to 40mm.

Unique advantages of our Plough’s:

Easy maintenance due to our unique self-adjusting bracket and clamp set

Highly efficient due to a floating blade option that can accommodate damaged belts and off centred pulleys
Low maintenance cost

Acid resistant

Minimum space needed to fit the plough

Safety chain optional (V-Plough)

No special tools for installation or maintenance needed




Cut to size

Moret Mining offers tailored “cut to size” services with our state of the art machinery and world class drafting office we are able to provide a wide range of various
steel components to fit our client’s needs.

This is all done with laser precision ensuring our clients get the very best with in the tightest of tolerances.

We are able to cut all types of steel S355JR, VRN400, 3CR12, 316 stainless steel, Our Platework capability allows us to cut up to 20mm thick and 4m in length in
accordance with SANS 9013-2002.

When working with Tube and Channels we are capable of cutting 9mm thick and up to a diameter of 240mm. Should bending of these members we are able to
do so with material up to 12mm thick.



Underground Structures

Underground Structures

Moret Mining (Pty) Ltd are able to supply floor standing or hanging structures in any configuration as illustrated. We are able to supply the stringers, stools, inner
legs, frames or idlers individually. The components of the structure are laser cut, and jig manufactured this ensures that the structure is of the highest quality and
correctly aligned.

Thus preventing the belt from running out which prevents spillage problems and prevents damage to the belt, idlers, frames and structure. We are able to
provide galvanized and painted structures.



Conveyor Structures
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JA.OS B-DEEE VERIFICATION AGEWCY
Broad-Based Black Economic Empowerment

Verification Certificate
MORET MINING (PTY) LTD

Certificate No: 33
Registration No: 1990/001175/07
Vat No: 4230110597
Address: 7 Corner Helen & short Street
Mostyn par
Fontainebleau

Issue of the rating standard applied: Section 9 of the 8-88EE Amendment Act 46 of 2013

Scorecard applied: Generic scorecard

Size of the enterprise: Turnover greater than R 50 milion
Weighting Score.
75 ports 7500
19 points 521
20 points 1508
40 points. 39.06

5 points 500

109 points 5678

[Level of Compliance Obtained 2.00

Discounted Level: No

B-8BEE procurement Recogntion Level 125%

Black Ownershi 26.00%

Black Women Ownership: 26.00%

Black Designated Group Ownership - Rural areas: 26.00%

Black New Entrant status: 26.00%

Exclusion Principle applied: No

Modified Flow-Through rnndne applied: No

Empowering Supplier (Yes/N ¥

Financial Year measured: February21

Date of Issue: 17 November 2021

Date of Expiry: 16 November 2022

Black Economic Empowerment as gazetted on 11 October 2013.

Accountants-onSite (Pty) Ltd
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Certificates

SANS 1313-1
SANS 1313-3
1SO 9001:2015

Level 2 BEE Certificate

Gpe

This is to certity that

Moret Mining (Pty) Ltd

has complied with the admission |
reguiremants of ihe Association and
subscribes to tho Code of Ethics
and was accoptad inte mambarship in 2009

//A
Chairman o
<A
Company Secretary

Certificate valid until 31 March 2023

This certificate remains the property of CMA and shall be returned to the CMA in the event that
membership terminates




Roll
Face

Belt
Width
300
400
450
500
600
750
900
1050
1200
1350
1500
1650
1800
2100
2400

Roll Roll
Face Gauge
130 140
170 180
190 200
200 210
240 250
290 300
340 350
390 400
450 460
500 510
560 570
610 620
660 670
765 775

870 880

Belt
Width
400
450
500
600
750
900
1050
1200
1350
1500
1650
1800
2100
2400

Roll
Face
484
536
586
688
840
994
1146
1298
1450
1602
1754
1908
2212
2518

Roll
Gauge
494
546
596
698
850
1004
1156
1308
1460
1612
1764
1918
2222
2528

Belt
Width
1050
1200
1350
1500
1650
1800
2100
2400

Roll
Face
240
270
300
340
370
400
475
536

Roll
Gauge
250
280
310
350
380
410
485
546

Belt
Width
600
750
900
1050
1200
1350
1500
1650
1800
2100
2400

Product Information

300
400
475
560
635
720
800
885
965

1146
1298

Roll
Gauge

310
410
485
570
645
730
810
895
975

1156
1308
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MORET MINING
CONVEYOR EQUIPMENT

No. 1 Rowles Road,
Mostyn Park, 2040
South Africa

011474 1260/1/2

Roelf van Blerk (Managing Director): 082 440 8136

Stuart van Blerk (Operations Director): 084 244 1007

Anton Pretorius (Financial Director): 082 943 8504

Lilian Setshedi (Business Development Director): 082 332 0202
Roy Tucker (Sales Director): 072 594 8207

Fax: 011474 1263 /087 942 2481
moret@icon.co.za

www.moretmining.com




